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Storage levels Certified to best practice standards
ISO 9001 / 14001 and AS/NZS 4801

Ararat Onsite Winter Storage Levels
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Reclaimed Water Quality

Ararat winter storage onsite:

These results for the month do meet class “C” requirements for the month.

Wet Weather E PA

Parameter S Compliance levels
Class C water*
pH 7.6 6-9
Electrical Conductivity (uS/cm) 1171
Biochemical Oxygen Demand (mg/L) 9 <20
Suspended Solids (mg/L) 6 <30
E.coli (orgs/100ml) <10 <1000
Total Phosphorus (mg P/L) 12
Total Nitrogen (mg N/L) 12
Sugarloaf Storage (reference only, not official testing point):

Wet Weather E PA

Parameter i Compliance levels
Class C water*

pH 8.1 6-9
Electrical Conductivity (uS/cm) 1423
Biochemical Oxygen Demand (mg/L) 4 <20
Suspended Solids (mg/L) 12 <30
E.coli (orgs/100ml) <10 <1000
Total Phosphorus (mg P/L) 8.6
Total Nitrogen (mg N/L) 52

* Parameters for Class C Water

(EPA, Guidelines for Environment Management - Use of Reclaimed Water, EPA publication

464.2, June 2003).

The average at the EC probe at Booster Pump for the month: EC 1551.75 uS/cm or TDS

993 ppm.




